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Department: Structural Engineering 
 This study correlates the natural frequency and temperature to one another.  The difference 
between two different data loggers that were used is discussed.  Additionally, discussion on which 
thermocouples to use on the bridge is also discussed. Three methods were used to find the correlation 
between temperature and frequency. The first method involved adding up all of the maximums of the 
power spectral density for a specific temperature, plotting it, repeating the process for eight other 
temperatures, and finding a linear regression with the found points.  The second method took the maximum 
on the power spectral density for each hour for 167 days and plotted it with its corresponding temperature.  
The third method took a cubic fit of the power spectral density function and determined the maximum of 
cubic fit line for each hour.  Then the corresponding temperature was matched to the maximum at each 
hour and the points were plotted.  Points that were on the edge of the range of values searched for a 
maximum were not counted. The third method showed the best results. It was found that the frequency 
increases, especially in the higher modes, as the temperature decreases. Linear equations were written for 






Statistical Models for of I-15 Bridge C-846: Changes in Natural Frequencies 
 due to Temperature 
Gilbert A. Nichols 
 Structural Health monitoring is to determine the condition of a bridge based on instrument 
measurements. The C-846 Bridge in Salt Lake City has such instrumentation. The bridge is located in Salt 
Lake City at about 2100 South and Interstate 15. This bridge has two kinds of instruments on it: 
accelerometers and thermocouples. The accelerometers measure the vibrations of the bridge. The 
accelerometers have been recording data on the bridge since 2001. The thermocouples, which measure 
temperature, were added as part of this thesis in April 2016. 
 In light of recent research, damage may be detected from measuring the change in the natural 
frequency of a bridge, which can be obtained by manipulating the accelerometer data. However, the natural 
frequencies of a bridge change due to environmental effects, especially temperature. Temperature effects 
must be accounted for in order to better understand the damage. 
 The purpose of this research is not to detect damage. The bridge that is being monitored does not 
have any damage. The purpose of this study is to show how the dynamic properties of the C-846 Bridge in 
South Salt Lake City correlate with temperature. Additionally, several frequencies including the 
fundamental frequency of the bridge are identified. 
 It was found that the natural frequencies of the bridge increase with a decrease in temperature, and 
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1.1 Problem Statement 
When a bridge is damaged, its natural frequencies change. Temperature changes on the bridge also 
cause changes in the natural frequency. According to one source, “changes in the vibrational properties of a 
bridge could be more significant than those caused by a medium degree of structural damage under normal 
operation loads” (Xia, 2012). The changes in the natural frequencies of the bridge due to temperature can 
“mask the changes that are caused by damage, especially in the bridge structure that are always exposed to 
environmental elements” (Nandan & Singh, 2014). This makes studying the correlation between the natural 
frequencies of a bridge and the temperature important. It can provide insight into the condition of the 
bridge, whether or not there is damage, and even help predict damage. According to Zhou (2014), the 
research on the relationship of the temperature to the natural frequency has three approaches: theoretical 
derivations, trend analysis, and quantitative monitoring. Theoretical derivations use the classical structural 
dynamics equations and the heat transfer equations to develop a model. Trend analysis uses the change in 
the vibration properties of the bridge with numerically generated, lab collected, or field collected data. The 
quantitative analysis uses linear, nonlinear, or learning models on bridges that have a long history of data. 
(Zhou & Yi, 2014) In this literature review, the quantitative analysis is divided up into the different 
statistical models of temperature effects on modal frequencies (Xia, 2012). 
1.2 Objective 
The purpose of this paper is to find the fundamental frequency of the C-846 bridge and several 
other natural frequencies that correlate well between the accelerometers. Then, these frequencies are 
correlated with temperature. The temperature across the cross section of the bridge is also studied, and the 
change in the temperature throughout the day is discussed. Since two different data loggers are being used, 
comparing the data from each is also an objective. 
The reason that correlating the natural frequencies and temperature is important is because it may 
help detect damage on the bridge. This process of detecting damage is called structural health monitoring. 
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Housner (1997) defines structural health monitoring as “the use of in-situ, nondestructive sensing and 
analysis of structural characteristics, including the structural response, for the purpose of detecting changes 
that may indicate damage or degradation.” This paper is primarily concerned with damage indication based 
on the removal of the temperature effects to the natural frequency on the bridge. To remove temperature 
effects, I-15 Bridge C-846 has a temperature and vibration data history that is continuously recorded. The 
temperature data filters out the environmental effects due to temperature, allowing other effects, such as 
damage, to show in the data. For example, if there is a shift in the natural frequency that does not match the 
change in temperature, then it may be an indication of damage. The papers cited should be used only as a 





1.3 Theoretical Derivations 
1.3.1 Vibration 
Bridges are very complex systems; therefore, it is difficult to develop a closed form solution to 
relate vibrational properties of a bridge with environmental effects, including temperature. However, there 
are several closed form equations to describe the behavior of the bridge. The following equations taken 
from Zhou and Yi ( (2014) approximate the vibration properties for a single span beam of isotropic 









Where 𝑓𝑛 is the nth frequency, ℎ and 𝑙 are the height and length of the beam 𝐸 is the Young’s modulus, and 



































Where 𝜃𝑡 is the coefficient of linear expansion of the material and 𝜃𝐸 is the temperature coefficient of the 
Young’s modulus, and 𝑡 is the temperature of the beam. The next step assumes that the Young’s modulus is 






(𝜃𝑡 + 𝜃𝐸)𝛿𝑡 
(4) 
Natural frequencies of prismatic beams are similar to those of a simply supported beam. The equation for a 












Where 𝜆𝑛 is a dimensionless parameter that is a function of the boundary conditions, allowing (2)-(4) to 
still be applicable for multi-span beam structures. 
 Brecolotti et al. (2004) also proposed a closed form analysis in his paper, “Sensitivity of dynamic 
methods for damage detection in structural concrete bridges” His model is based on the parameters of the 
modal shape, the Young’s Modulus the section moment of inertia the mass per unit length. The same 
equations for a simply supported beam or a cantilever beam are applied to a reinforced concrete bridge over 
the Tiber River in Rieti Italy. Below are the equations for a simply supported beam’s corresponding 





























(β − sinβcosα) 
(7) 
Where 𝛼 = 2𝑟𝜋𝑎/𝐿 and β = rπb/L , Δ𝐽 is modeled as a constant decrement, E is the Young’s modulus, L 
is the length of the beam, r is one of the parameters for the Kronecker delta function. The calculations only 
relied on the modal shapes and frequencies in order to monitor the bridge. They concluded that other 
methods might be more efficient and reliable. 
1.3.2 Temperature 
 Temperature distribution is complicated also, but there have been some closed form equations to 
describe temperature distribution in a bridge. Below is the Fourier partial differential equation, which 























Where 𝑥, 𝑦, and 𝑧 are Cartesian coordinates which are horizontal, vertical, and longitudinal axes of the 
bridge; 𝑘𝑥, 𝑘𝑦 and 𝑘𝑧 are defined as the thermal conductivities to their respective Cartesian coordinates, 𝑡 
represents time, and 𝑇 represents temperature. On the right hand side of the equation, 𝑐 is the coefficient of 
specific heat of the solid and 𝜌 is the density of the solid. 
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For a bridge that is exposed to solar radiation, it may be assumed that the material is continuous, 
isotropic, and homogeneous. According to thermocouples that were placed on bridge by McClure (1983) 
there was no significant longitudinal temperature variation. From these results, the thermal flow along the 
direction of the longitudinal axis can normally be neglected. Therefore, 7 is simplified to 
Considering only the vertical component of the temperature gradient, (9) simplifies further to (10). 
Considering the boundary conditions of (9), Expression (10) becomes: 
Where 𝑛𝑥 and 𝑛𝑦 are the direction cosines of the unit outward vector normal to the boundary surfaces and 
𝑞 is the rate of energy transferred between the boundary and the environment per unit area. The following 
equation models the heat exchange between the boundary of the bridge and the environment. 
𝑞 = 𝑞𝑠 + 𝑞𝑐 + 𝑞𝑟  (12) 
Where 𝑞𝑠 is solar radiation; 𝑞𝑐 is convection, and 𝑞𝑟 is the irradiation from the surface to the surrounding 
air. Each of these parameters is position and time dependent. The rate of heat due to solar radiation is the 
product of 𝛼 the absorptivity of the surface of the bridge and 𝐼, the solar radiation on a tilted surface, shown 
in (13). 
𝑞𝑠 = 𝛼𝐼 (13) 
The solar radiation can be formulated using variables related to the orientation and location to the bridge, or 
can be formulated using the beam/direct radiation, diffuse radiation, and ground-reflected radiation and 
using sinusoidal functions as expressed in the following equation by Duffie & Beckman (2013) and Orgill 









































Newton’s law of cooling, as shown below, gives the heat lost or gained from the surrounding air 
by convection. 
𝑞𝑐 = ℎ𝑐(𝑇𝑠 − 𝑇𝑎) (15) 
Then Stefan-Boltzmann radiation law yields the heat transfer between the bridge surface and the 
surrounding atmosphere due to thermal irradiation, as shown below. 
𝑞𝑟 = 𝐶𝑠𝑒[(𝑇𝑠 + 𝑇
∗) − (𝑇𝑎 + 𝑇
∗)] (16) 
This summarizes how to obtain each of the terms in (12). 
1.4 Trend Analysis 
Theoretical derivations provide a simplified model, but in order to get more accurate results and 
model the complexity of what the bridge is doing trend analysis provides an alternative. Numerically 
simulated, lab collected, or field-collected data provide a basis for understanding the relationship between 
the vibration properties of bridge and the temperature. 
1.4.1 Numerically Simulated Trend Analysis 
Nandan & Singh (2014) developed a finite element model and then used laboratory data to 
validate it. Then they performed the finite element analysis using measured accelerometer and temperature 
data for box-girder and a T-beam girder. They created a hole in the deck to simulate bridge damage. They 
also used the Monte Carlo method to incorporate the effect of response measurement errors on the 
frequency time series calculated by the finite element analysis. They found that environmentally induced 
frequency variations could be large enough to mask the changes in modal frequencies induced by potential 
damage of the structure. 
Changqing (2011) studied the effects of temperature on the Taizhou Yangtze River Bridge using 
finite element modeling. They used ANSYS software. They treated the stiffness of the bridge pavement as 
negligible. They determined that the relationship between temperature and the elevation of the main beam 
is negative. They also determined that the relationship between temperature and frequency is negative. 
7 
 
They also determined that the effects of temperature could not be neglected when dynamically analyzing a 
suspension bridge.  
Fu & DeWolf (2001) developed a finite element model for a bridge with partially restrained 
bearings. They verified that the natural frequencies of the bridge changed in cold weather and that it was 
because of the restraints in the end bearings. They developed a nonlinear dynamic finite-element analysis to 
assess the changes in the bridge from the partially restrained bearings. The finite-element model (FEM) 
was based on use of beam elements for the girders and diaphragms and shell elements for the slab. They 
collected field data and used it to calibrate the model. The FEM was then modified with eccentrically 
applied forces that developed during cold weather. They concluded that the variations of boundary 
conditions due to changes in temperature did cause a change in natural frequencies. Liu & DeWolf (2007) 
also used a FEM to model the behavior of a curved posttensioned bridge. They used Four-node shell 
elements with six degrees of freedom per node to model the superstructure of the bridge. Nine hundred-
twenty-one elements for the top deck were used, 763 for the bottom deck, 607 for the web, and 157 for the 
diaphragms for 2448 elements with 2529 nodes. The analysis yielded eight vibration modes. 
Macdonald & Daniell (2005) used a FEM for the Second Severn crossing bridge. They used 4 
shell elements across the width of the bridge and 130 elements along the length. Beam elements 
represented each girder with their individual properties varying according to their properties from girder to 
girder. Vertical rigid links between the nodes of the shells and beam elements modeled the composite 
behavior. Beam elements, connected by rigid links to the shell elements of the slab represented the 
transverse elements. Cable anchorage elements were modeled by beam elements and each cable was 
modelled as a single truss element. The bearings were modeled as fixed in all translational directions, 
whilst being free to rotate. Twenty-three measured mode shapes from data obtained on the bridge were 
matched with modes from the FEM. The modal analyses were conducted for two different temperature 
conditions; a uniform temperature of 5 °C to the whole structure, and a temperature differential of +10 °C 
for the top of the deck compared to the rest of the structure. For both conditions, the natural frequencies of 
about one third of the modes shifted by ± 0.2%, while there was no noticeable change in the others. 
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Xu & Wu (2007) carried out a FEM of a cable-stayed bridge also. Their FEM used beam 
elements, link elements, contact elements, spring elements, and mass elements. They concluded that the 
variation due to temperature will approach 2% from -20°C to +40°C, changes of mode shape curvature 
from temperature vary from 1 to 8%, the change in the sequence of mode shapes in unaffected by change in 
temperature, and frequency changes from damage are smaller than frequency changes from temperature.  
 Balmés et al. (2008) developed a FEM of a bridge deck using 28 supports and a deck, which is 
3m high 6.6-10m wide and 100m long. They used the program Structural Dynamics Toolbox. The whole 
bridge span is modeled with 9600 standard 8-node isoperimetric volume elements and 13668 nodes. 
Motion is blocked in the y and z directions at the ends while the supports in the bridge direction x are 
modeled as 28 scalar springs. They modeled temperature variations using either a uniform temperature 
elevation or a linear variation with z from 25°C on the deck to 15°C at the bottom. They simulated damage 
as the reduction of stiffness in some of the elements. They simulated undamaged and damaged scenarios at 
multiple temperatures and repeated each scenario 50 times. The output data were simulated under white 
noise excitations. In the damaged and the undamaged scenarios, the frequency increased as expected, but 
the frequencies were different, but the frequency of the damaged case could be matched by modifying the 
temperature of the undamaged case. 
1.4.2 Laboratory Tests 
Unlike the theoretical derivation approach and the numerical collected data approach, laboratory 
tests can provide conclusions that are more rational because it can reveal the variations of structural 
vibration properties given different environmental effects (Zhou & Yi, 2014). 
A laboratory test of a reinforced concrete (RC) slab was conducted by Xia, et al (2006). The slab 
was 6.4m x 8m x 1m with 3m spans and a 2m overhang on each end. N6 reinforcing bar reinforced both the 
positive and negative reinforcement with a .2m concrete cover. Twelve accelerometers measured were on 
the beam. The sampling rate for the accelerometers was 500 Hz. An impact hammer excited the slab. The 
data was recorded on the slab from June 2003 to March 2005, developing 136 valid data sets. The first four 
modes were extracted. The results from the study indicate that the first two modal frequencies decrease by 
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0.23% when temperature increases by one degree. Additionally, all four frequencies decreased with the 
temperature increase, and there was a linear relation between frequencies and temperature. They concluded 
that the temperature affects the Young’s modulus, as well as the geometry. The results show that damping 
has a positive correlation with temperature. The damping increases slightly with an increase in temperature. 
Balmés et al. (2008) performed a laboratory test-case of a clamped aluminum beam within a 
climatic chamber. A vertical beam was clamped at both ends on a workbench made of four steel columns 
and two horizontal deck. Four accelerometers were placed on the nodes of the 5th flexural mode in order to 
avoid modes 1 through 4. Aluminum strain gauges measured the actual axial prestress without any 
temperature measurement for the beam. The climate-controlled room slowly cooled the beam at -1°C per 
hour and a loudspeaker with white noise input acoustically excited the beam. The results show that 
prestress and frequencies increase as temperature decreases with time. The beam was modeled with 
undamaged and damaged cases as well. A horizontal spring was used to model local nondestructive 
damage. The results showed that the deviations of prestress for modes 1 to 4 were +0.8, +0.4, -0.1, and -
0.2% respectively.  
Kim et al. (2006) conducted experimental tests for a single span, stainless steel plate girder bridge 
model. The bridge was 2m long and had simply supported connections modeled by a set of pin supports at 
the left edge and a set of roller supports at the other edge. The deck consists of a 5mm thick, 50cm wide 
stainless steel plate. The deck was supported by 3mm thick, 30mm deep floor beams that are slender, 
rectangular shaped and are framed into the girders with welds. Eighteen accelerometers measured the 
bridge. The bridge was excited using an excitation-inducing shaker. A series of forced vibration tests were 
conducted for about 7 months. The temperatures varied from -3°C to a high of 23°C. In all of the modes, 
the natural frequencies went down as the temperature increased. Bending modes were found to be more 
sensitive than torsional modes. The lower the mode, the greater the effect temperature has on the natural 
frequency. Next, damage was made to the girder and a series of forced vibration tests were performed at the 
temperature of 23°C. Except for local variations, the mode shapes of the damaged structures looked 
identical to those of the undamaged structure. 
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Laboratory tests verify the FEMs frequently (Nandan & Singh, 2014) (Xia, et al., 2011). Xia et al. 
(2011) conducted laboratory tests of a simply supported RC slab. The slab measured 3.2m long 0.8m wide, 
0.12m thick with a 0.1mm overhang at each end. Grade C30 concrete was used with φ12 mm reinforcing 
bars at 150mm intervals. Seven thermocouples embedded every 20mm along the thickness of the slab 
measured the temperature. The method that the thermocouples is embedded is similar to the process used in 
thesis’s project; the thermocouples were put in a plastic tube with holes and embedded into the concrete. 
Seven accelerometers measured the vibration responses. An instrumented hammer created the excitations. 
Modal testing was conducted during one day from 8:00am to 10:00pm on February 11, 2009. The results 
verify that the temperature gradient exists along through the thickness of the beam, the temperature 
gradient in the thickness of the beam is non-uniform and non-linear during the day when the temperatures 
vary, and when the temperature is stable, the gradient becomes more linear. Furthermore, it was verified 
that the frequency of the structure decreases when temperature goes up before noon while the frequency 
increases as temperature drops down in the afternoon. The variation of temperature was not significant, so 
the change in the damping ratio was mostly masked by measurement noise. A similar test that was 
performed by Xia and his colleagues was later used by Nandan to verify his FEM model. 
Xia performed another study with a RC slab, a steel beam, and an aluminum beam. The RC slab 
was simply supported and the steel and aluminum beams were cantilevers. Each of the beams were outside 
and exposed to solar irradiation. The beams were excited with an instrumented hammer. The first four 
frequencies of the two metallic beams and the first two frequencies of the RC slab were collected. All the 
natural frequencies decreased with an increase in surface temperature before 11:30 during the day and then 
increased slowly from then on. The frequency shows a good inverse relationship with the temperature. 
1.4.3 Trend Analysis with Field Monitoring 
According to Zhou, “Field measurement that monitored the temperatures and vibration responses 
of a bridge by sensors installed on it can give the most objective data subjected to real service 
circumstance” (Zhou & Yi, 2014). Wei-Hua Hu studied temperature effects on the “Pedro e Inês” 
footbridge in Coimbra. The studied included using six accelerometers and five temperature sensors to 
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measure the data. Their results show that the frequency and temperature are negatively related (Hu, 
Moutinho, Magalhães, Caetano, & Cunha, 2009). 
Sohn et al. (1999) monitored the Alamosa Canyon Bridge. The bridge has seven independent 
spans. Each span has a deck that is supported by W30x116 steel girders. The top flanges of the girders are 
embedded into the concrete slab. The roadway in a span is approximately 7.3m wide and 15.2 m long. They 
tested the bridge for several months. Thirty-one accelerometers were placed on the concrete deck and on 
the girders below the bridge. Five accelerometers were spaced along the length of each girder. An impact 
hammer was used to excite the bridge. Nine meaningful modes were identified. Temperature measurements 
were made on nine different locations across the center of the span. Three assumptions were made during 
the testing. First, the changes in the modal parameters are linearly proportional to changes in temperature. 
Second, the mass of the bridge forced the change in modal parameters to lag behind the temperature, 
because the bridge takes time to heat up and cool off. Third, the geographical orientation of the structure 
(north and south) with respect to the sun suggests that the temperature of the west end of the bridge will 
have a time lag behind the temperature of the east end. The results reveal that the first three natural 
frequencies of the bridge varied about 4.7%, 6.6%, and 5.0% during a 24 h period as the temperature of the 
bridge deck changed by approximately 22°C. The temperature gradient largely influences the variation of 
the fundamental frequency (Zhou, 2013). 
Peeters et al. (2001) monitored the Z24 Bridge in Switzerland for almost a year before artificially 
damaging it. The bridge was a classical post-tensioned concrete box girder bridge with a main span of 30m 
and two side spans of 14m. Sensors obtained both temperature and accelerometer data for the bridge. The 
bridge was excited using two shakers, and with a drop weight. They found that the temperature of the 
asphalt greatly effects the frequency below 0°C causing a bilinear behavior between frequency and 
temperature. The results by Gonzales et al. (2013) support the conclusion of the bilinear behavior and 
suggest that the change in natural frequencies is due to changes in the stiffness parameters of some 
materials with the onset of frost because the stiffness parameters did not change until the structure was 
below 0°C for several days. 
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Ni et al. (2005) studied the modal properties of the Ting Kau cable stayed bridge with temperature. 
The bridge has two main spans of 448m and 475m respectively, and two side spans of 127m each. The 
bridge is equipped with 45 accelerometers and 83 temperature sensors permanently installed on the bridge. 
Each hour the first ten modes and temperatures at different location on the bridge are obtained. They report 
that for the first ten modes the natural frequencies lie in the range of 0.1-0.4 Hz. The normal environmental 
change (2.83 to 53.46°C) yields variance from 0.20% to 1.52% for the first ten modes. For all ten modes, as 
the temperature increases, the modal frequency decreases. They remark that the environmental effects may 
mask any damage that occurs. 
Liu & DeWolf (2007) studied the changes in temperature and modal properties for a curved 
posttensioned bridge. A long-term remote-controlled continuous monitoring system was installed on the 
bridge comprised of 12 temperature sensors, 16 accelerometers and 6 tilt meters. The bridge data shows an 
inverse relationship between frequency and temperature; the normalized frequency decreases as the 
temperature increases. In the test, the natural frequencies varied by a maximum of 6% in a peak to peak 
temperature range of 21°C during 1 full year. The first and second modes were found to be more sensitive 
to temperature than the higher modes. They suggest that the higher mode parameters may be a better for 
damage diagnostic prediction, but could be problematic because of the large scatter and nonlinear 
phenomena that they exhibit. They contend that the use of natural frequencies alone is not enough for 
damage detection because of the sensitivity to temperature. They also suggest that the influence of 
temperature on natural frequency is likely to be structure specific. 
Moser & Moaveni (2011) explored the environmental effects on the identified natural frequencies 
of the Dowling Hall Footbridge at Tufts University in Medford Massachusetts.  The bridge is 44m long and 
3.7m wide. 8 accelerometers and 10 thermocouples were used on the bridge. The bridge’s data was 
recorded for 16 weeks from January through most of April. They made three observations. First, the 
identified natural frequencies increase as temperatures decrease. Second, the effect of frequency and 
temperature is more significant when the temperatures are below the freezing point resulting in a nonlinear 
relationship. Third, modes one, three, and four show more clear correlation with temperature while Modes 
two, five, and six show more scatter. These are similar results to what Liu and De Wolfe saw in the curved 
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post-tensioned bridge. The natural frequencies of the six identified modes varied from four to eight percent 
in the temperature range of -14 to 39°C. 
Xia et al. investigated the Tsing Ma Suspension Bridge. The bridge is 2132m long and has a 
highway on the upper deck and railway tracks on the lower deck. A structural health monitoring system 
was installed for the Tsing Ma Bridge in 1997. The monitoring system has 280 sensors, including 13 
accelerometers and 110 temperature sensors. The frequencies generally decrease when the temperature 
goes up before noon, and they increase as the temperature drops in the afternoon. The minimum and the 
maximum temperatures do not occur at the same time. However, they do tend to occur within about 3 hours 
of one another. The temperature is non-uniformly distributed across the bridge; one temperature cannot 
represent the temperature of the entire bridge. No clear correlation between the damping ratio and the 
temperature can be observed. 
Xia et al. (2012) also gave results from research that is being conducted on the Guanghzhou New 
TV Tower. The tower is 600m tall and consists of a main tower and an antennary mast. The tower has a 
structural health monitoring system as well, with more than 700 sensors. These sensors include temperature 
sensors, vibrating wire strain gauges, accelerometers, fiber optic strain and temperature gauges, and 
cameras to monitor deflection. They concluded that the frequencies generally decrease when temperature 
goes up and increase when temperature goes down, although variation in the frequencies are very small. 
Like the Tsing Ma Bridge, minimum frequencies and maximum temperatures do not occur at the same 
time. It is interesting that in structures the same correlation between frequencies and temperatures have 
been found as in many bridges. 
Mosavi et al. (2012) studied how temperature effects the daily modal variability of the Chicken 
Road bridge, a steel concrete composite bridge with a skewed span. The bridge is a four-lane two-span 
bridge with span lengths of 41.28m and 38.96m with a total deck width of 10.99m. The bridge has four 
steel girders per span that measure 1.5m deep and are spaced every three meters. The bridge was equipped 
with accelerometers, string pots, and thermocouples. The bridge was excited in a similar manner as the 
Alamosa Canyon Bridge, using a large impact hammer, instrumented with a load cell. The analysis 
extracted the first five natural frequencies. An almost 1-2% change in the natural frequencies was 
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investigated in all modes of the bridge from night to noon, but the natural frequencies showed little change 
from night to morning. The shifts in the natural frequencies from night to noon were coincident with an 
inversion of the temperature gradients in the composite cross section of the bridge from night to noon. They 
argue that this inversion of the temperature gradients from night to noon is the main reason for a relatively 
large upward deformation of the steel girders and changes in the natural frequencies during that time. 
Wahab & De Roeck (1997) measured the dynamic response of a concrete bridge twice, once in the 
spring and once in the winter. An impact hammer was used to test the bridge. The difference in the 
temperatures in the spring and the winter was 15 degrees Celsius. Decreasing the temperature led to an 
increase in the natural frequencies for almost all modes by 4 - 5%. They report that the change in natural 
frequencies due to damage is mode-dependent. Frequencies of modes with high curvatures in the most 
damaged zones tend to shift the most. The damping ratios did not exhibit uniform changes in all of the 
modes, they discourage the use of damping ratios for damage detection because of the relatively high level 
of error involved in extracting it from the experimental measurements and its dependence on the type of 
excitation and the amplitude of vibration. 
Zolghadri et al. (2016) installed three velocity transducers and five thermocouples on a precast 
roadway bridge and monitored the bridge for six months. It was concluded that natural frequencies are 
dependent to previously measured temperatures. The conclusion was validated by using different sets of 
data, and comparing those using statistical properties. 
1.5 Statistical Models of Temperature Effects on Modal Frequencies 
1.5.1 Regression Models 
Several researchers have employed regression models. One of these regression models is the linear 
model. This is the simplest of the models. For example, Xia, et al. (2006) used this method to model their 
tests of a reinforced concrete or RC slab. Sohn et al. (1999) used a trained linear regression technique. In 
this technique, the data was trained to new measurement data and checked if the new frequencies matched 
the model at the specified confidence level, which was used to determine whether frequency changes were 
caused by temperature changes or by stiffness deterioration. (Xia, 2012) 
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Liu and DeWolfe, (2007) also developed a linear regression model with a 5% estimate error to 
represent the three natural frequencies of a three span curved post-tensioned box concrete bridge located in 
Connecticut as a function of temperature. 
Moser and Moaveni (2011) employed nonlinear methods on the Dowling Hall Footbridge. They 
tried several models, including a bilinear model, a quadratic model, a fourth order model with cross terms 
and a fourth order model without cross terms. The first method is linear, but the others are nonlinear. They 
concluded the bridge was strongly correlated and nonlinear. They recommended a fourth-order polynomial 
without cross terms. 
Ni et al. (2005) used the support vector machine technique to quantify the relation between 
temperature and modal frequencies on the bridges they studied. The basic idea of this technique is to 
establish a hyperplane that has the largest distance to the nearest data points of any class Xia et al. (2006). 
Laory et al. (2014) compared multiple linear regression, artificial neural networks, support vector 
regression, regression tree and random forest models to predict the natural frequencies of the Tamar 
Suspension Bridge using 3 years of continuously monitored data. They concluded that Random forest and 
support vector regression were the most appropriate and that traffic loading and temperature are the most 
influential parameters on the suspension bridge.  
1.5.2 Autoregressive (AR) Models 
The temperature distribution of bridges is associated with multiple factors including the present 
ambient temperature, radiance from the sun, and conditions at earlier periods. (Xia, 2012) Autoregressive 
(AR) models or autoregressive models with an exogenous input (ARX) seem to represent the relationship 
between frequency and temperature. This method is widely used. (Moser & Moaveni, 2011) (Peeters & De 
Roeck, 2001) (Zolghadri, 2016). Some equations have been developed for linear regression. Xia et al uses 
the following equation: 
 
𝑞 = 𝛽0 + 𝛽𝑡𝑡 + 𝜖𝑓 (17) 
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Where 𝑞 represents the dynamic parameter such as frequency and percentage damping ratio, 𝛽0 
(intercept) and 𝛽𝑡 slope are regression coefficients, and 𝜖𝑓 is the error. 𝛽0/𝛽𝑡 indicates the percentage of the 
frequency change when the structural temperature increases by unit degree Celsius. (Zhou & Yi, 2014) 
Sohn et al. (1999) created a linear adaptive filter that uses the following formula: 
y =  w0  + 𝐱
T𝐰 + ϵ (18) 
Where w0 is a bias or offset is, 𝐰 is a column vector of coefficients that weigh each temperature input, and 
ϵ is the filter error. The equation is rewritten to account for the offset term w0 by redefining the input and 
weight vectors to have 𝑝 (= 𝑟 + 1) dimensions: 
y =  𝐱T𝐰 + ϵ (19) 
Supposing that n observation are available and x(i) and y(i) denote the ith input-output pairs, the above 
equation can be written in matrix notation:  
𝐲 = 𝐗𝐰 + ϵ (20) 






] ,   𝐗 = [
1 𝑥1(1) 𝑥2(1) ⋯ 𝑥1(1)
1 𝑥1(2) 𝑥2(2) ⋯ 𝑥𝑟(2)
⋮ ⋮ ⋮ ⋯ ⋮
1 𝑥1(1) 𝑥2(𝑛) ⋯ 𝑥𝑟(𝑛)








1.5.3 Principal Component Analysis (PCA) and Neural Networks 
Principal component analysis has to do with analyzing the eigenvector with the highest eigenvalue 
in a set of data points. It can be used to reduce the dimensions of a data set, by stripping away its 
unnecessary parts. If there is a data set of 3D variables, each with an x, y, and z number to describe each 
point, but all of the points are on a plane, then the data can be simplified to two dimensions. (Dallas, 2016) 
PCA and the Novelty Detection Technique were used to model the “Pedro e Ines” bridge, Hu et al. (2009) 
Some have used neural networking to perform nonlinear PCA or NLPCA according to Sohn, et al. (1999) 
Ni et al., (2005) and Li et al. , (2010). Cury et al. (2012) also used neural networks to formulate regression 
models for quantifying the effect of temperature on frequencies and mode shapes. Zolghadri et al. (2016) 





Bridge C-846 is a steel girder flyover bridge that connects I-15 with SR 201. The bridge includes four 
individual structures, containing 25 spans, with a total length of 1.14km (3741ft). The instrumentation was 
confined to a single 13 span structure with two expansion joints. The reinforcing steel is epoxy coated 
M284. The structural steel is AASHTO M270M Grade 345. The strength of the cast in place concrete is f′c 
= 28 MPa (4060 psi). The steel girders are continuous bearing on concrete filled steel pipe piles. The soils 
consist of deep soft sediments, silts and clays. (Hales, 2002) A map of the site is in . The site description is 
shown in Figures 1-2. A description of the bents of the bridge is in Figure 3. Note that in and Figures 1-3, 
North is to the right. 
 
1.6.1 Accelerometers 
Several accelerometer channels are located on and around Bent 7, where an expansion joint is 
located. A tri-axial instrument is on Bent 7, and bi-axial instruments with transverse and longitudinal 
channels are located on either side of the expansion above it. The 78.89m span between bents 6 & 7 
contains three bi-axial instruments with vertical and transverse channels. Two of these are located at mid-
span, one on each side of the deck. The other is at the quarter span measuring from Bent 7. A bi-axial 
instrument is on the deck above Bent 6, containing transverse and longitudinal channels. Instrumentation at 
Bent 9 includes a bi-axial instrument with a transverse and vertical channel on the bent, and a uni-axial 
instrument with a vertical channel directly above it. The locations of all of the accelerometers and their 
names are in Figure 4. In the figure, the large rectangle represents the deck and it is divided by the bents, 
denoted BNT6, BNT7, etc. The smaller rectangles represent the accelerometers on the bent. The direction 
of the arrows indicates the positive sense of the accelerometer. 
All of the accelerometers are enclosed in 12in x 12in x 6in NEMA 12 rated enclosures to protect 






















































































































 Instruments placed on the deck are located on the underside of the deck. In the locations where 
the accelerometers are upside down, the longitudinal and vertical signals are as shown in. The locations of 
all of the channels and their cables are in . The locations of the boxes and channel locations and  
descriptions are also in Figure 6. 
 
 
Table 1 Location and information about the boxes 
 
 
*  Junction Box is located on Bent 7 
  
Instrument Channel 




1 On Bent 9 ES-B Cable #1 connected 
to screw board 
B1 Transverse 
B2 Vertical 
2 On Deck above Bent 
9 
ES-U Junctioned at 
instrument 1 
B3 Vertical 
3 On Bent 7 ES-T Cable #2 connected 




4 On deck above Bent 7 
on north side of 
expansion 




5 On deck above Bent 7 
on south side of 
expansion 




6 On deck at 1/4 span 
from Bent 7 to Bent 6 




7 On deck at midspan 
between Bents 6 & 7 








9 On deck at midspan 
between Bents 6 & 7 












 Belden 9774 cables connect the structural instrumentation. These cables are number 18 American 
wire gauge (AWG), 6 pair, individually shielded instrumentation cable. Cable runs through two inch and 
one inch galvanized, rigid steel conduit (GRC) on the bottom of the deck. The casing of the EpiSensor 
accelerometer is isolated; therefore, the instruments are not grounded to or through the conduit or concrete. 
The grounding of each channel is carried to the permanent station where all instrumentation and power 
have been grounded into a copper rod driven into the ground. This effectively isolates the instrumentation 
form the bridge. (Utah State University, 2001) 
 The information for how the accelerometers were installed is not included in this report. However, 
more detailed information on the location and installation of the accelerometers, and the history of the Salt 
Lake Seismic Station can be found in the UDOT report UT-01.12 Strong Motion Instrumentation of I-15 
Bridge C-846. 
1.6.2 Thermocouples 
An array of thermocouples was installed at the bridge in June 2016. This array consists of 25 
channels that are concentrated at a single longitudinal cross section on bent number nine. Each 
thermocouple requires one channel. Nine thermocouples are located through the deck of the left shoulder at 
approximately 15 inches outward toward the parapet from the girder. The through-deck thermocouples are 
located 10.5 inches from the underside of deck upward. The bent where the thermocouples are located is 
shown in Figure 7. There are thermocouples attached to the underside of the deck, the steel girders, and to 
the bent. The approximate locations of the thermocouples are outlined in . All nine thermocouples 
embedded in the deck are in a plastic tube full of epoxy as shown in Figure 9. The thermocouples are 
evenly spaced throughout the tube, to measure the temperature gradient as shown in . The thermocouples 
are spaced approximately every 2cm, (0.5 in) along the plastic tube. The holes next to the tube in the 
picture hit rebar, so the hole had to be drilled again to achieve a sufficient depth. The other thermocouples 
are located on or near each of the girders. Each girder has a thermocouple that is next to the top of the 
girder on the underside of the deck on the concrete, one thermocouple at the top, middle and bottom of the 




thermocouples associated with the girders. Epoxy connects each thermocouple end to the concrete or steel. 
The cable near the ends is attached with a magnet to the steel, or a metal clip that is attached to the 
concrete. These connections are shown in Figure 12 and Figure 11. The thermocouple cables go into a 
NEMA box closest to their girder. There is one NEMA box associated with each girder. All of the wire for 
the 24 thermocouples run from the NEMA boxes through 1 in. conduit to the box on the bent at the west 
column, and then run through 2 in. conduit to the bottom of the west column to a box with a multiplexer. 
The box at the top of the west column is shown in Figure 13. The nine through deck sensors go through the 
same conduit down the column to the box with the multiplexer. The multiplexer (Figure 14) takes the 24, 2-
wire cables with 24 channels of data and sends them through one larger cable that has three twisted pairs of 
wire, one at a time, with one channel, through a large conduit in the ground, to the Campbell Scientific 
CRX 5000, see Figure 14. The CRX 5000 is a data logger. This data logger sends the information to the 
LTBP lab at Utah State. There are 24 channels, but channel one on the multiplexer was found to give 
temperatures that were much higher than the others. The temperatures were assumed faulty data, and the 
thermocouple wire was moved in October 2016 to channel 25. This yielded more realistic results. The 
channels on the multiplexer that correspond to each thermocouple are depicted in Table 2. 
 
1.6.3 Obsidian Data Logger 
The Obsidian Data Logger is a 36-channel accelerograph that interprets the data from the 
accelerometers. The data sheet for the Obsidian is located in Appendix B. The Obsidian is capable of 
sampling rates up to 5000 samples per second, although not all of the channels are capable of sampling at 
this rate at the same time. Additionally, the Obsidian filters the data while it is still in analog, allowing for 
clearer results. A picture of the data logger is shown in Figure 16. 
The orientation of the accelerometers is either transverse (across the bridge), longitudinal (along the 
bridge), or vertical. The channels and their orientation have been previously shown in Figure 4. The 
channel mapping, including the sensor name, channel, and location, and orientation on the bridge is shown 




The other channels from 19-36 are for the downhole sensors. Their channels are outlined in Table 
4. The borehole channels are named on the Obsidian software with the depth and the orientation, with the 
exception of 0ft are F0[ENZ], 400ft are 40[ENZ] and 160ft are 16[ENZ]. For the bridge channels, screw 
terminals were used as in Figure 17.  The bridge terminals are unlabeled, but follow the same pinout pattern 
as all of the other sensors that are on lightning suppression panels. The difference is in the ordering of the 
power supply pins, the +12V and -12V are switched. See Table 5. For the Obsidian connections, three 
channel connectors are used in series starting at channel 1. See Table 6.  
 
 









































Figure 10 Thermocouples are at different locations 















2 Wire Thermocouple Cable











Figure 12 Attachment detail of the thermocouple 
 
 





Figure 14 Multiplexer  
 
 






Table 2 Thermocouple locations and channels 
 
  










10 West girder on concrete deck 
11 West girder on steel top flange 
12 West girder on steel web 
13 West girder on steel bottom flange 
14 West girder on concrete bent 
15 Middle girder on concrete deck 
16 Middle girder on steel top flange 
17 Middle girder on steel web 
18 Middle girder on steel bottom flange 
19 Middle girder on concrete bent 
20 East girder on concrete deck 
21 East girder on steel top flange 
22 East girder on steel web 
23 East girder on steel bottom flange 






Figure 16 Obsidian data logger 
 
Table 3 Bridge sensor channel, accelerometer, and location table 
Instrument Channel 
Box # Location Type Connection Information Number Orientation 




2 On Deck above Bent 9 ES-U Junctioned at instrument 1 B3 Vertical 





4 On deck above Bent 7 on 
north side of expansion 
ES-B Junctioned at junction box A5 Longitudinal 
A4 Transverse 
5 On deck above Bent 7 on 
south side of expansion 
ES-B Junctioned at junction box B4 Longitudinal 
A6 Transverse 
6 On deck at 1/4 span from 
Bent 7 to Bent 6 
ES-B Junctioned at junction box C1 Transverse 
C2 Vertical 
7 On deck at midspan 
between Bents 6 & 7 
ES-B Junctioned at junction box C3 Transverse 
C4 Vertical 
8 On deck above Bent 6 ES-B Junctioned at junction box B6 Longitudinal 
B5 Transverse 
9 On deck at midspan 
between Bents 6 & 7 






Table 4 Downhole sensor table 
Downhole Sensors 
Channel Accelerometer 
19 0ft E 
20 0ft N 
21 0ft Z 
22 30ft E 
23 30ft N 
24 30ft Z 
25 400ft E 
26 400ft N 
27 400ft Z 
28 60ft E 
29 60ft N 
30 60ft Z 
31 60ft E 
32 25ft N 
33 25ft Z 
34 25ft E 
35 160ft N 









Table 5 Pinout table for the screw terminals in box in the shed. 
Pinout number Description Color of wire 
1 Channel 1+ Blue 
2 Channel 1 - Black 
3 Shield (unused) - 
4 Channel 2+ Brown 
5 Channel 2- Gray 
6 Shield (unused) - 
7 Channel 3+ Yellow 
8 Channel 3- Green 
9 Shield (unused) - 
10 Calibration White 
11 Calibration enable Violet 
12 -12v Black – orange power cable 
13 Common Shield – orange power cable 
14 +12V Red - orange power cable 
15 Ground Red and Orange 
 
 
Table 6 Example of pinouts on the Obsidian side 
Channel 
Pinout 
Number Description Color of Wire 
1 
1 Channel 1+ Blue 
2 Channel 1- Black 
2 
1 Channel 2+ Brown 
2 Channel 2- Gray 
3 Ground Orange 
3 
1 Channel 3+ Yellow 
2 Channel 3- Green 
3 Ground Red 
4 Calibration White 
5 Calibration Enable Violet 
6 No connection - 
7 Common Shield – orange power cable 
8 +12V Red – orange power cable 




DATA ANALYSIS METHODS 
1.7 Introduction 
The data from the thermocouples and the accelerometers were recorded and the natural 
frequencies were obtained from the accelerometers. The natural frequencies were then compared with the 
temperature, and the resulting daily and seasonal trends were identified. 
1.8 Natural Frequency of a bridge 
The natural frequency of a bridge can be determined using forced vibration methods such as a 
shaker or pull testing, or by using ambient excitation. In this case, the natural frequency is obtained by 
measuring the time history of the ambient vibration on the bridge. 
1.8.1 Ambient Vibration Time History to Frequency 
The time history of the acceleration information is taken with the accelerometers as a change in 
voltage. That change in voltage is then digitized into discrete amounts with the data logger. Then the data 
points from the data logger are transferred from the time history to frequency by using a discrete Fourier 


























where 𝜔0 = 2π/N. 
 In equation 22 the time is represented by n and the displacement of the accelerometer is denoted 
by fn. Evaluating the sum yields the frequency k and the amplitude Fk. The inverse transform would be able 
to convert the information back to the time history information. Since these calculations would be long and 




perform the Fourier transform. There are two algorithms discussed, the Fast Fourier Transform and the 
Welch Power Spectral Density Estimate. 
1.8.2 Fast Fourier Transform and Welch’s Power Spectral Density Method. 
The Fast Fourier Transform Algorithm (FFT) is a way to evaluate the (DFT) but with fewer 
calculations than the N2 number of calculations required by equation 22. This involves computing the even 
values and the odd values of the sum for the Fourier Transform separately and then unscrambling the 
results. This yields N log2 N calculations. For a more detailed discussion of FFT, see (Chopra & Canale, 
2010) and (Osgood, 2007).  
Welch’s power spectral density estimate (PWELCH) uses the FFT, but also divides the data into 
segments and overlaps them and averages the spectra of the overlapped segments. Because of the 
averaging, the spectra are low passed and the peaks are not so narrow. This filters out a lot of the noise 
from the signal. If the signal was a perfect mix of sines and cosines then it would be easy to use the Fast 
Fourier transform, but because the signal from the bridge is much more complicated and erratic, the 
PWELCH function is warranted. A good explanation is given in (Augusto, 2016). 
Matlab has a variety of intrinsic functions, including both FFT and PWELCH algorithms. The FFT 
was considered, but in the end, the PWELCH method was used in the analysis of the natural frequencies, 
because of the greater control over the output of the results. The parameters used in the PWELCH function 
were NFFT = 4096, which is almost twice the number of data points, and gives a 50% overlap. The y-axis 
was initially multiplied by 20log10 in order to extend the y-axis for better viewing and to better identify the 
natural frequency maximums.  Later the number 5 was multiplied to the Obsidian data logger amplitude 
values, and the number 10,000 was multiplied to the CR5000 data values.  This seemed to give a much 
better view of the data.  This is shown in the next chapter. 
1.8.3 Methods of Finding Maximums 
From the power spectral density estimate of the data, maximums show up at the natural frequencies. 




temperature.  However, there are some hours where the data does not show a maximum, or because the data 
has a low sampling rate, the maximum can shift more than it should have.  This shift happens because there 
is no data point for it to fill between the points.  The data is not as fine as it should be. There were several 
different methods that were attempted to solve the problems with the resolution. 
First, the data can be added up.  This causes the static to cancel out and the frequencies to be 
accentuated.  Second, the data can be matched with its temperature for many days at a time.  Third, a cubic 
curve can be fit to each hour’s data.  The spectral density often has several maxima clustered together 
around the largest maximum.  The curve fit takes the weighted average of these maxima and a maximum 
can be chosen from the curve fit. Since the curve fit resolution can be as fine as it needs to be, the 
maximums show up between the points.  This provides a higher resolution scatter plot, and a more accurate 
equation to fit the data. Of the three following methods, only method three was chosen because it gave the 
most reliable results. 
1.8.4 Method 1 
The first method used the power spectral density data for multiple days at a specific temperature was 
added. The data were added because the static tends to cancel out and natural frequencies are amplified. 
Below in  
Figure 18 is a graph of the data for all three accelerometers for 45 days at 10oC (50oF).  Similar graphs were 
developed for every 5.6 degrees Celsius, (10 degrees Fahrenheit) from 4.44oC (40oF) through 38oC (100oF).  
The next step was to pick off each of the maximums of interest. This was done using the graph as shown in  
Figure 19, by highlighting the values at the peaks of interest as shown. After the peaks for each of the 




plotted on a scatter plot with frequency vs temperature. The results from using this method for 
accelerometers C2, C4, and C6, for thermocouple 16 are in Figure 20.  
1.8.5 Method 2 
 A second method was used to find the correlation between the temperature and frequencies. In this 
method, the data were not added, but all of the points for every temperature were simply plotted with the 
frequency at the area of interest on the graph. The code takes in a set of frequency bounds and searches for 
a maximum in those bounds. Frequency bounds were based off previous graphs with a wider range, and 
then focusing in on group of highly concentrated points. For example, two clusters of points that represent 
different natural frequencies show up in  
Figure 21, with one group somewhere between 9.15 and 9.25 Hz, and the other group between 9.4 and 9.6 
Hz. 
 Next, the time at which the frequency is recorded is matched with the temperature for any 
thermocouple at the same time. An example of the kind of results that this method yields are shown in 
Figure 22. This data gets separated into bins, and the resolution is poor. For this reason, this method was 
not chosen to be used in the experiment. 
1.8.6 Method 3 
To avoid this problem, instead of only choosing the maximum from the spectral density curve, a 
line was fitted to the data.  A comparison of how the maximums are determined is shown in Figure 23. The 
third method of finding the maximums was chosen for the experiment because it was not as tedious as 
method 1 and was more reliable than method 2. Given this third method of extracting the portion with the 
highest amplitudes, the data is improved.  The bins from the previous method have disappeared, and there 
are many more points than in the first method.  This method was chosen for the experiment because it takes 
the best things from all of the previous methods and combines them.  An example of what this data looks 






Figure 18 Added frequency spectra for 45 days 






Figure 19 From top to bottom, accel.C2, C4,and C6  






Figure 20 Accel. C2 against thermocouple 16  
for the average frequency of 1.186 Hz. 
 
 

























Figure 21 Temperature vs. Frequency plotted with a trend line 








Figure 22 Frequency vs Temperature for accel.C2  
and thermocouple 14 for the range  







Figure 23 Two different methods of determining the maximum:  
choosing the highest amplitude, or taking a curve fit 











1.9 Questions to be Answered 
Three parts are addressed in this thesis. First is a discussion of how the ambient temperature and 
the thermocouples compare. Second, is how the Kinemetrics Obsidian® data logger compares with the 
CR5000 data logger. Third is an explanation of the correlation between temperature and frequency. 
1.10 Ambient Temperature and Thermocouple Temperature 
A comparison of the ambient temperature to the bridge temperature shows that from about 10pm 
to 11am the correlation is very close, but from 11am to 10pm, there is a large difference in the 
temperatures. At first, this rapid increase in temperature was thought to be plausible, but after closer 
examination, the high temperatures were deemed unsuitable for correlating with the natural frequencies.  In 
some cases, the bridge was giving temperatures in the shade, during the summer in excess of sixty degrees 
Celsius, which just does not happen when the ambient temperature is barely at 40 degrees Celsius. An 
example of the temperature throughout a typical day is shown in Figure 25.  
The solid lines represent the temperature readings from the thermocouples, and the dashed line is 
the ambient temperature throughout the day. In this particular graph at 2pm, the temperature of the 
thermocouples stops following the ambient temperature and forms a peak. Based on the review of many 
such graphs on different days, the best correlation between the ambient and the sensor temperatures seems 
to occur from midnight to 6am. There are some other interesting effects of the temperature that happen 
during the daylight hours. First, the temperature drops below the ambient temperature in the webs on the 
east side during the morning and on the west side during the evening. In the middle girder the temperature 
stays close to the ambient temperature during the morning and evening, see  
Figure 26-28. Most days exhibit this behavior, but on rainy days, the behavior can change 
dramatically. Below in Figure 29 is a graph of Thermocouple 16 during three rainy days in May. During 
May 7 and 8 the temperature remained relatively constant compared to other days, and stayed between 




 One of the possible reasons for the temperature spikes and dips in the graph is the reference 
temperature on the AM25T multiplexer.  The thermocouple compares the reference temperature on the 
multiplexer with the temperature on the bridge when it sends information to the CR5000.  Since the 
multiplexer is outside inside of a NEMA box, and the temperature is not controlled, this could contribute to 
the unreasonable temperature swings that are so far outside of the ambient temperatures. 
 In order to provide more consistent data, temperature information from the Salt Lake International 
Airport was used (Airport, 2016).  This data proved to give closer correlations with the natural frequencies, 
and usually gave a closer confidence interval for each of the graphs. 
1.11 CR5000 Versus Obsidian Data Logger 
The obsidian data logger varied from the CR5000 in the results it yielded. There were some 
similarities and differences. 
 Both the CR500 and the Obsidian data logger were able to find natural frequencies of the bridge. 
The frequencies that were found tended to be in a similar range for each temperature. 
 There are several differences between the data loggers. The Obsidian data logger is capable of 500 
samples per second on all of the channels, while the CR5000 has a maximum sampling rate of 100 samples 
per second. The Obsidian also incorporates low pass filtering in the analog stage of the data.  Both of these 
features make the Obsidian more accurate at sampling the data. Comparing the power spectral densities of 
the two data loggers, the frequencies show up in very similar locations. For example, the Obsidian power 
spectral density (PSD) in Figure 30 looks very similar to the CR5000’s PSD in  
Figure 31. Even though the CR5000 only took the data for 3 minutes and the Obsidian sampled the data for 
7 minutes. The data were taken at different times about 15 minutes apart. The higher sampling rate of the 
Obsidian makes the data more accurate, because the distance between points on the PSD is smaller.  Since 
variations in the natural frequency and temperature tend to be small, the Obsidian is able to pick up changes 




only because there was more data with the CR5000 than the Obsidian.  In the future, the Obsidian should 
be used. 
1.12 Correlation of Natural Frequency due to Temperature 
The natural frequencies can be found in several different ways.  There were three methods that 
were tried in this thesis.  The third method was chosen, which takes a cubic fit of spectral density and then 
takes a maximum of the cubic fit.  The temperature and frequency were monitored every hour starting on 
January 1, 2016.  The temperature data was measured at the Salt Lake International Airport, because the 
thermocouple data was thought to have errors.  The accelerometer data was chosen from sensors C2, C4, 
and C6 because they give the vertical excitation of the bridge, which is the dominant excitation given from 
the traffic across the bridge. Each hour of accelerometer data was sampled for 3 minutes starting at the top 
of each hour.  The temperature data was not as consistent, but usually was taken at seven minutes before 
the beginning of each hour.  The temperature and accelerometer times were rounded to the nearest hour. 
Figure 32 through Figure 40 show the results of using this method. The equations in the figures correspond 
to the center line that goes through the data.  
 Only three frequencies were used, because they gave the best confidence intervals.  The lower 
frequencies tended to have peaks that were close together, this caused clusters of data to form when the 





Figure 25 Comparison of thermocouples 






Figure 26 Thermocouples 22 and 23 






Figure 27 Thermocouples 12 and 13  







Figure 28 The middle steel girder temperature 














Figure 30 PSD from the Obsidian,  






Figure 31 PSD from the CR5000, 
































































COMPARISONS AND DISCUSSION OF RESULTS 
From the data analysis, there are several conclusions are drawn.  First, nine natural frequencies of the 
bridge are shown and numbered in Table 7. The frequencies were taken at approximately 19oC with the 
Obsidian data logger. 
Table 7 Natural frequencies of bridge C-846 at 19oC 
Freq. C2 C4 C6 
1 1.12 1.12 1.12 
2 1.47 1.47 1.32 
3 2.38 2.41 2.38 
4 4.09 - - 
5 4.79 - - 
6 9.53 9.55 9.55 
7 10.51 - - 
8 12.34 12.32 12.39 
9 13.68 13.9 13.89 
 
 
As the temperature increases the frequency decreases. A linear regression was taken for each 
accelerometer paired with the temperature in Chapter 5. Then all of the points for each of the 
accelerometers were plotted on the same graph and the linear regression and confidence interval of the 
resulting equation was taken. Using these lines, the frequencies from Table 7 are used, and as expected fall 
within the confidence bounds on the graphs.  The graphs and the equations of a line are shown in Figure 
41-Figure 43 and Table 8. 
 From the equation in Table 8, it is shown that the slope of the line tends to increase with higher 
frequencies.  The higher frequencies are more temperature dependent than the lower frequencies. Lower 
frequencies less than 3 Hz start to give clusters of data because multiple frequencies are overlapping one 
another.  This makes it difficult to write an equation of the line for the natural frequency.   
 To monitor the bridge, an inspector would look at the power spectral density estimate in the range 




frequency and correct it for temperature using the equations in Table 8 or Figure 41, Figure 42, and Figure 
43. If all three of the corresponding points are in the confidence interval for all three of graphs or equations, 
then it is a green level on the bridge.  This means the bridge is behaving as usual.  If one or two of the three 
points are out of the confidence interval, this is a yellow level.  In this case, the frequencies should be taken 
several times throughout the day.  It also means that the bridge may need to be inspected for damage, or 
that one of the accelerometers needs to be recalibrated.  If all of the points are all out of their confidence 
intervals, then the bridge probably has damage. Since softening of a structure is usually an indication of 
damage, a point below the confidence interval is a better indication of damage than a point above the 















Figure 43 Frequency 8 
 
Table 8 Equations to correct for frequency 
Freq. Equation 
3 𝐹 = −0.002 ∗ 𝑇 + 2.279 ± 0.065 
6 𝐹 = −0.004 ∗ 𝑇 + 9.59 ± 0.063 






This thesis presents the results of 300 days of the correlation of frequency with temperature.  
Three different methods were tried in this thesis. The method of taking the maximum of the cubic fit of the 
power spectral density estimate in the considered range for each frequency was used. The natural 
frequencies of the bridge were also found.  Scatter plots were made and a linear regression was made with a 
confidence interval. A method of correcting the frequencies based on a linear regression was developed.  If 
the natural frequency and temperature pair are out of the confidence interval for their particular range, then 
the bridge may have damage. 
The natural frequencies were found to be temperature dependent.  Distinct, higher frequencies 
have a stronger relationship with the temperature than the lower frequencies.  The temperature and 
frequency show an inverse relationship. As the temperature increases, the natural frequencies of the bridge 
decrease. 
 CR5000 natural frequencies proved to be reasonable when compared with the data from the 
Obsidian data logger.  The maximums were in similar locations.  The thermocouples are showing 
temperatures inconsistent with the ambient temperatures, and should be further investigated before being 
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Table 9 Data from method 3 






1 C2 -0.00113 2.30 0.0291 
-
0.39 0.15 
2 C2 -0.00419 9.60 0.0540 
-
0.68 0.46 
3 C2 -0.01347 12.63 0.149 
-
0.78 0.61 
1 C4 -0.00117 2.30 0.033 
-
0.36 0.13 
2 C4 -0.00521 9.58 0.067 
-
0.72 0.52 
3 C4 -0.01361 12.62 0.146 
-
0.80 0.64 
1 C6 -0.00327 2.42 0.0917 
-
0.35 0.12 
2 C6 -0.00424 9.57 0.0713 
-
0.55 0.30 




































































































%GILBERT A NICHOLS 
%LAST EDITED 11/22/2015 
%PURPOSE: CALCULATES THE WELCHS POWER SPECTRAL DENSITY ESTIMATE OF THE 
TIME 
%HISTORY DATA FROM THE BRIDGE.  THE IT FITS A CUBIC FIT TO THE DATA AND  
%TAKES THE MAXIMUMS OF THE CURVE FIT AND MAKES A SCATTER PLOT. 
  




%THESE ARE THE DIFFERENT BOUNDS THAT I TRIED. 
  
% low=1.06;      %Lower bound in hertz   freq 2 
% high=1.19;     %Upper bound in hertz 
  
low=2.051;       %Lower bound in hertz   freq 3 
high=2.844;      %Upper bound in hertz   freq 1 
  
% low=4.5;       %Lower bound in hertz   freq 5 
% high=5.11;     %Upper bound in hertz   freq 5 
  
% low=2.228;     %Lower bound in hertz   freq 2 
% high=2.251;    %Upper bound in hertz 
  
% low=9.1;       %Lower bound in hertz   freq 3 
% high=9.7;      %Upper bound in hertz 
  
% low=12.1;      %Lower bound in hertz   freq 4 
% high=12.9;     %Upper bound in hertz 
  
%conversion factor distance between points of B LINE 93 
d=0.006103515625000; 





%"Year_Month_Day" format. This is the first day of the data 




%Thermocouple number that you want to use plus 1. 
%Chosen by the user 
thermocouple=17;  
  
% Number of days you want to retrieve 
%Chosen by user 
DateCounter=167;   
  









%Loop through the days 
for i=1:DateCounter 
    %Time zero is the current date 
    CurrentDate=datestr(DateNumCounter+i-1,'yyyy_mm_dd');  
    %see line 8 for current directory 
    cd(MatlabDestinationFolder);  
    %If there is a file with d at the beginning and then the current 
date 
    %and it ends with mat then use the exist function 2nd condition, 
which 
    %is true. 
    if exist(['D',CurrentDate,'.mat'],'file')==2 
        %so load the file 
        load(['D',CurrentDate]);  
    else %if the file doesn't exist, tell me so. 
        fprintf('\nData from this Date does not exit.') 
    end 
    %Asking the question how many hours were recorded in the set for 
the 
    %current day. 
    [hours,var] = size(DailyData{1,8});  
    if (DateCounter~=168) 
        if (DateCounter~=169) 
            if (DateCounter~=170) 
                %Looping through the hours 
                for k=1:hours  
  %for k=5:6 %optional small loop to check things 
                    j=j+1; 
                    %If it didn't get 18000 data points I don't want to 
                    %read it. 
                    if(DailyData{1,8}{k,5})==18000 
% Returns the index of the row of the 
temperature 
                        Ttimeloc=DailyData{2,8}{k,6}; 
                        %Returns the serial number of the temperature 
                        timenom= DailyData{2,4}(Ttimeloc,1); 
                        %Sampling rate for the CR5000, if this is the 
                        %Obsidian it will need to be changed. 
                        Hz=100;  
                        %Number of seconds per 3 minute sample. 
                        sec=180;  
                        %Starting sample point for the hour 
                        timestart=DailyData{1,8}{k,6};  
                        %Ending sample point for the hour 
                        timeend=DailyData{1,8}{k,7};   
%Column 14 is C2, Column 16 is C4 and Column 18 
is 
                        %C6                                 \ 
                        C2=DailyData{1,7}(timestart:timeend,18); 




                        [rows, columns]=size(C2);  
                        %Almost twice the number of FFT points 
                        NFFT=16384; 
                        %Sampling Frequency 
                        Fs=Hz;  
                        %Sampling Period is 1/(sampling frequency) 
                        Period = 1/Fs;  
                        %Length of signal 
                        L = rows;  
                        %time vector 
                        t = (0:L-1)*Period;  
                        %pwelch function doesn't like column vectors 
                        X = transpose(C2); 
                        %assign x and y values to the pwelch output. 
                        [pxx,f] = pwelch(X,L,[],NFFT,Fs);  
%Experiment with differet scalars on pxx. I 
like 
                        %one million. 
                        B=[f, 1000000*(pxx)];  
                        %Plot B if desired. Not recommended for a high 
                        %number of days. 
                        %plot(B(:,1),B(:,2)) 
                        %How big is it? 
                        [rowsB, columnsB]=size(B);  
                        fit=polyfit(B(a:b,1),B(a:b,2),3); 
                        x1=linspace(low,high); 
                        f1=polyval(fit,x1); 
                        %If desired plot the curve fit to see if it is 
                        %doing its job. Will crash for a high number of 









%Transpose back, because column vectors make 
more 
                        %sense than rows. 
                        CF1=transpose(x1); 
                        CF2=transpose (f1); 
%Concatenate the matrices so there is one 
matrix 
                        %with two rows. 
                        CF=horzcat(CF1, CF2); 
                        %Find the maximum of the matrix 
                        [M,I]=max(CF(:,2)); 
%If the maximum is at the ends of the curve 
fit, 
                        %throw it out. 
                        if (CF(I,1)~=low)&& (CF(I,1)~=high) 
                            freqfit(j,1)=timenom; 




                            freqfit(j,3)=CF(I,2); 
                        end 
                    end 
                end 
            end 
        end 






%load a temperature matrix with  
load('T.mat') 
%how big is the frequency matrix 
[rowsfit, colsfit]=size(freqfit); 
%how big is the temperature matrix 
[rowsT, colsT]=size(T); 




%Loop through the rows of the frequency and the rows of temperature and 
if 
%there is a time that the temperature was recorded that matches when 
the 
%acceleration data was taken, then match them up. 
for k=1:rowsfit 
    for j=1:rowsT 
        if (freqfit(k,1)==T(j,1))&& (T(j,2)~=0) 
            qq=qq+1; 
            %time 
            Afit(qq,1)=freqfit(k,1); 
            %temperature x 
            Afit(qq,2:25)=T(j,thermocouple); 
            %frequency y 
            Afit(qq,26)=freqfit(k,2);             
        end 




%Number of the thermocouple minus 1 
tnom=17; 
%Number for the accelerometer, usually 26 
anom=26; 
%Find a coefficient of determination for the temp vs frequency. 
R2fit=corr(Afit(:,tnom),Afit(:,anom))^2; 
%Find a correlation coefficient (rho). 
rhofit = corr(Afit(:,tnom),Afit(:,anom)); 
%Create a figure 
figure 





%Name of the y-axis label 
ylabel('FREQUENCY (Hz)') 
%Name of the x-axis label 
xlabel('TEMPERATURE (^{o}C)') 
%Hold on, we need to put the regression line in. 
hold on 
%Returns a matrix with two values if (1) option is chosen, the slope 
and 
%y-intercept. 
p = polyfit(Afit(:,tnom),Afit(:,anom),1); 
%creates a matrix with the numbers from 1 to 70 with 100 points. 
x2=linspace(1,70); 
%polyval takes the polyfit data and uses it to create a y value 
f2=polyval(p,x2); 
%plot the linear regression line. 
plot(x2,f2); 
%create another matrix of ascending numbers 
x3=linspace(1,70); 
%returns the standard deviation of the temperature 
St=std(Afit(:,tnom)); 
%returns the standard deviation of the frequency 
Sa=std(Afit(:,anom)); 
%use that y-intercept from polyfit in the matrix it returns 
m=p(1,1); 
%shift the linear regression line up one standard deviation and down 
one 








%TEMPERATURE RECORD 2 
%LAST EDITED 11/22/2016 




%clear the command window 
clc 
%clear the workspace 
clear 
%This code will help you retrieve the temperature matrix T.mat 










%Convert the start date to a number that the computer recognizes 
DateNumStart=datenum(StartTime); 




%number of hours in a day, used for preallocation purposes.  It's 23 so 
%that the code won't show an error if there is a day with only 23 
hours. 
nomhours=23*DateCounter; 





%Looping through the number of days. 
for i=1:DateCounter 
    CurrentDate=datestr(DateNumCounter+i-1,'yyyy_mm_dd'); 
    cd(MatlabDestinationFolder); 
    %%If there is a file with "d" at the beginning and then the "date" 
    %and it ends with ".mat" then use the exist function 2nd condition, 
which 
    %means true. 
    if exist(['D',CurrentDate,'.mat'],'file')==2 
        load(['D',CurrentDate]); 
    else 
        fprintf('\nData from this Date does not exit.') 
    end 
    [hours,var] = size(DailyData{2,8}); %Asking the question how many 
hours 
    %were recorded in the set for the current day for temperature. 
    for k=1:hours %Looping through the hours 
            %Accessing a location of the first temperature in the cell 
            %array. 
            begintemp= DailyData{2,8}{k,6}; 
            %Accessing a location of the last temperature in the cell 
            %array. 
            endtemp=DailyData{2,8}{k,7}; 
            %Accessing the time serial numbers for each temperature. 
            timenom= DailyData{2,4}(begintemp,1); 
            %Take the average temperature for the hour. 
            Tave= mean(DailyData{2,7}(begintemp:endtemp,:)); 
            %Count 
            j=j+1; 
            %Fill the array t in the first column with the serial 
numbers 
            %and in the rest of the columns with temperature data from 
the 
            %thermocouples. 
            T(j,1)=timenom; 
            T(j,2:25)=Tave; 






%     Plots what is going on.    
%     [x, y]=size(HourlyTemp); 
%     figure 
%     plot(HourlyTemp(:,2)) 
%     % plot(Day(1:168,2)) 
%     %title('Hourly temperatures for ', int2str(DateCounter), 'days 
beginning on May 1.') 
%     xlabel('hours') 
%     ylabel('Hz') 
%     xlim([0 x]) 
%     ylim([0, 160])  
 
